Executive Order VR-208-A
Emco Phase Il EVR System with Hirt Thermal Oxidizer Including INCON ISD

Exhibit 1
Equipment List
Component Manufacturer/ Model
Nozzle Emco Model A4005EVR

(Figure 1A-1)
Emco Model RA4005EVR (Rebuilt)

Coaxial Curb Hose Goodyear Model Maxxim Premier Plus
with Liquid Removal Device (Figure 1A-2)
Coaxial Whip Hose Goodyear Model Maxxim Premier Plus

(Figure 1A-2)

Hose Swivel EMCO Wheaton Retail Model A4110EVR
(Figure 1A-2)

Safe Break Valve EMCO Wheaton Retail Model A4119EVR
(Figure 1A-2)

Hanging Hardware (Figure 1A-3)

Hirt Thermal Oxidizer Hirt Model VCS 100
With Indicator Panel (Figure 1A-4)

Leg Attachments:
5" —M39
48"- M40

Hirt 1/4" Check Valve Hirt P65

ISD Console
TS-EMS
TS-550
TS-5000
INCON / TEMSXXXX/YV
Where:
X represents hardware option
(Example: X can be: ‘D’ for Display
‘P for Printer)
Y represents software option
(Example: Y can be: ‘S’ for Secondary
Containment Monitoring)
V represents Vapor Recovery Monitoring Application
INCON / T550XXXX/YYYYV
INCON / T5000XXXX/YYYYV
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Where:
X represents hardware option
(Example: X can be: ‘D’ for Display
‘P for Printer)
Y represents software option
(Example: Y can be: ‘T’ for Tank Testing)
V represents Vapor Recovery Monitoring Application
(Figure 1A-5)
Note: 1. All consoles come standard with RS-232
(COMML1) and Ethernet ports for data access.

ISD Vapor Recovery Monitoring (VRM) Software
INCON / TS-VRM Version 1.1.0

ISD Vapor Flow Meter
(1 per Dispenser) INCON TS-VFM
(Figure 1A-6)

ISD Vapor Pressure Sensor
(1 per GDF) INCON TS-VPS
(Figure 1A-7)

Dispenser Retrofit Kit (Optional)2
(1 per dispenser) INCON TS-DRK

2 Optional installation method for the replacement of dedicated wires to VFM and VPS. Refer to the IOM
for more information
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Figure 1A-1
Emco Model A4005EVR Nozzle
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Figure 1A-2
Emco Hanging Hardware

(Nozzle, Hose Swivel, Coaxial Curb Hose, Safe Break,

and Coaxial Whip Hose)
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Figure 1A-2 (continued)
Emco Hanging Hardware
(Nozzle, Hose Swivel, Coaxial Curb Hose, Safe Break, and Coaxial Whip Hose)

EMCO Wheaton Retail

Serial Number

Location
Nozzle
EMCO Model A4005EVR
EMCO Wheaton Retail EMCO Wheaton Retail
Hose Swivel Safe Break Valve
EMCO Model A4110EVR EMCO Model A4119EVR

Setial Number
Location

Serial Number
Location

Goodyear

Coaxial Whip Hose
Model Maxxim Premier Plus

Serial Number
Location

Coaxial Curb Hose
Model Maxxim Premier Plus

Emco Phase Il EVR System with Hirt Thermal Oxidizer Including INCON ISD, Exhibit 1 — VR-208-A




Figure 1A-3
Typical Emco and Goodyear Hanging Hardware with Liquid Removal Device
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Figure 1A-4
Hirt VCS 100 Thermal Oxidizer and Indicator Panel
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Figure 1A-4 (continued)
Typical Hirt VCS100 Thermal Oxidizer Processor
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Figure 1A-5
INCON TEMSXXXX/YV INCON
T550XXXX/YYYYV INCON
T5000XXXX/YYYYV
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Figure 1A-6
INCON TS-VFM
Vapor Flow Meter
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Figure 1A-7
INCON TS-VPS
Vapor Pressure Sensor
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